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Features:

◆ Excellent Transiting Heat from LED Chip Operating under 7500mA
◆ High Luminous Output
◆ No UV
◆ Light emitting area is small, power per unit area of up to 5W/mm Į
◆ Three color and four color melange effect is superior to similar products on the light

Package Dimensions:
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Notes:

1. All dimen
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Characteristics at If=7500mA ：

Parameter Symbol
Values

Units
Min. Typ. Max.

Luminous Flux
φV(Ta=25ÁC)

W 12500 13200 ð
lm

S 9000 9800 ð

φV(Ta=85ÁC)
W 10000 11000 ð

lm
S 7000 7800 ð

Viewing Angle at 50﹪IV 2ɗ1/2 ð 115 ð Deg

Forward Voltage
Vf(Ta=25ÁC)

W 33 36.5 40
V

S 33 36.5 40

Vf(Ta=85ÁC)
W 32 35.5 39

V
S 32 35.5 39

Correlated Colour Temperature
CCT(Ta=25ÁC)

W 5000 5500 6500
K

S 2850 3050 3250

CCT(Ta=85ÁC)
W 5000 5600 6500

K
S 2850 3100 3250

Reverse Current IR ð ð ð ÕA
Thermal Resistance Junction to Case RɗJ-C ð 0.05 ð K/W
Temperature Coefficient of Forward

Voltage V△F/T ð -24 ð mV/℃

Color Rendering Inden
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Forward Current VS.Forward Voltage
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(Ta=25 C)Warm white; (Ta=25 C)White; (Ta=85 C)Warm white; (Ta=85 C)White;Note:
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Forward Current VS.Forward Voltage
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Dimensions for Cannulation and Packaging
Quantity: 1 PCS
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